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Environmental Protection Agency § 265.1102 

(3) Throughout the active life of the 
containment building, if the owner or 
operator detects a condition that could 
lead to or has caused a release of haz-
ardous waste, the owner or operator 
must repair the condition promptly, in 
accordance with the following proce-
dures. 

(i) Upon detection of a condition that 
has led to a release of hazardous waste 
(e.g., upon detection of leakage from 
the primary barrier) the owner or oper-
ator must: 

(A) Enter a record of the discovery in 
the facility operating record; 

(B) Immediately remove the portion 
of the containment building affected 
by the condition from service; 

(C) Determine what steps must be 
taken to repair the containment build-
ing, remove any leakage from the sec-
ondary collection system, and establish 
a schedule for accomplishing the clean-
up and repairs; and 

(D) Within 7 days after the discovery 
of the condition, notify the Regional 
Administrator of the condition, and 
within 14 working days, provide a writ-
ten notice to the Regional Adminis-
trator with a description of the steps 
taken to repair the containment build-
ing, and the schedule for accomplishing 
the work. 

(ii) The Regional Administrator will 
review the information submitted, 
make a determination regarding 
whether the containment building 
must be removed from service com-
pletely or partially until repairs and 
cleanup are complete, and notify the 
owner or operator of the determination 
and the underlying rationale in writ-
ing. 

(iii) Upon completing all repairs and 
cleanup the owner or operator must no-
tify the Regional Administrator in 
writing and provide a verification, 
signed by a qualified, registered profes-
sional engineer, that the repairs and 
cleanup have been completed according 
to the written plan submitted in ac-
cordance with paragraph (c)(3)(i)(D) of 
this section. 

(4) Inspect and record in the facility’s 
operating record at least once every 
seven days, except for Performance 
Track member facilities, that must in-
spect up to once each month, upon ap-
proval of the director, data gathered 

from monitoring and leak detection 
equipment as well as the containment 
building and the area immediately sur-
rounding the containment building to 
detect signs of releases of hazardous 
waste. To apply for reduced inspection 
frequency, the Performance Track 
member facility must follow the proce-
dures described in § 265.15(b)(5). 

(d) For a containment building that 
contains both areas with and without 
secondary containment, the owner or 
operator must: 

(1) Design and operate each area in 
accordance with the requirements enu-
merated in paragraphs (a) through (c) 
of this section; 

(2) Take measures to prevent the re-
lease of liquids or wet materials into 
areas without secondary containment; 
and 

(3) Maintain in the facility’s oper-
ating log a written description of the 
operating procedures used to maintain 
the integrity of areas without sec-
ondary containment. 

(e) Notwithstanding any other provi-
sion of this subpart, the Regional Ad-
ministrator may waive requirements 
for secondary containment for a per-
mitted containment building where the 
owner or operator demonstrates that 
the only free liquids in the unit are 
limited amounts of dust suppression 
liquids required to meet occupational 
health and safety requirements, and 
where containment of managed wastes 
and liquids can be assured without a 
secondary containment system. 

[57 FR 37268, Aug. 18, 1992, as amended at 71 
FR 16912, Apr. 4, 2006; 71 FR 40276, July 14, 
2006] 

§ 265.1102 Closure and post-closure 
care. 

(a) At closure of a containment build-
ing, the owner or operator must re-
move or decontaminate all waste resi-
dues, contaminated containment sys-
tem components (liners, etc.), contami-
nated subsoils, and structures and 
equipment contaminated with waste 
and leachate, and manage them as haz-
ardous waste unless § 261.3(d) of this 
chapter applies. The closure plan, clo-
sure activities, cost estimates for clo-
sure, and financial responsibility for 
containment buildings must meet all 
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of the requirements specified in sub-
parts G and H of this part. 

(b) If, after removing or decontami-
nating all residues and making all rea-
sonable efforts to effect removal or de-
contamination of contaminated compo-
nents, subsoils, structures, and equip-
ment as required in paragraph (a) of 
this section, the owner or operator 
finds that not all contaminated sub-
soils can be practicably removed or de-
contaminated, he must close the facil-
ity and perform post-closure care in ac-
cordance with the closure and post-clo-
sure requirements that apply to land-
fills (§ 265.310). In addition, for the pur-
poses of closure, post-closure, and fi-
nancial responsibility, such a contain-
ment building is then considered to be 
a landfill, and the owner or operator 
must meet all of the requirements for 
landfills specified in subparts G and H 
of this part. 

§§ 265.1103–265.1110 [Reserved] 

Subpart EE—Hazardous Waste 
Munitions and Explosives Storage 

SOURCE: 62 FR 6653, Feb. 12, 1997, unless 
otherwise noted. 

§ 265.1200 Applicability. 
The requirements of this subpart 

apply to owners or operators who store 
munitions and explosive hazardous 
wastes, except as § 265.1 provides other-
wise. (NOTE: Depending on explosive 
hazards, hazardous waste munitions 
and explosives may also be managed in 
other types of storage units, including 
containment buildings (40 CFR part 
265, subpart DD), tanks (40 CFR part 
265, subpart J), or containers (40 CFR 
part 265, subpart I); See 40 CFR 266.205 
for storage of waste military muni-
tions). 

§ 265.1201 Design and operating stand-
ards. 

(a) Hazardous waste munitions and 
explosives storage units must be de-
signed and operated with containment 
systems, controls, and monitoring, 
that: 

(1) Minimize the potential for detona-
tion or other means of release of haz-
ardous waste, hazardous constituents, 
hazardous decomposition products, or 

contaminated run-off, to the soil, 
ground water, surface water, and at-
mosphere; 

(2) Provide a primary barrier, which 
may be a container (including a shell) 
or tank, designed to contain the haz-
ardous waste; 

(3) For wastes stored outdoors, pro-
vide that the waste and containers will 
not be in standing precipitation; 

(4) For liquid wastes, provide a sec-
ondary containment system that 
assures that any released liquids are 
contained and promptly detected and 
removed from the waste area, or vapor 
detection system that assures that any 
released liquids or vapors are promptly 
detected and an appropriate response 
taken (e.g., additional containment, 
such as overpacking, or removal from 
the waste area); and 

(5) Provide monitoring and inspec-
tion procedures that assure the con-
trols and containment systems are 
working as designed and that releases 
that may adversely impact human 
health or the environment are not es-
caping from the unit. 

(b) Hazardous waste munitions and 
explosives stored under this subpart 
may be stored in one of the following: 

(1) Earth-covered magazines. Earth- 
covered magazines must be: 

(i) Constructed of waterproofed, rein-
forced concrete or structural steel 
arches, with steel doors that are kept 
closed when not being accessed; 

(ii) Designed and constructed: 
(A) To be of sufficient strength and 

thickness to support the weight of any 
explosives or munitions stored and any 
equipment used in the unit; 

(B) To provide working space for per-
sonnel and equipment in the unit; and 

(C) To withstand movement activi-
ties that occur in the unit; and 

(iii) Located and designed, with walls 
and earthen covers that direct an ex-
plosion in the unit in a safe direction, 
so as to minimize the propagation of an 
explosion to adjacent units and to min-
imize other effects of any explosion. 

(2) Above-ground magazines. Above- 
ground magazines must be located and 
designed so as to minimize the propa-
gation of an explosion to adjacent 
units and to minimize other effects of 
any explosion. 

VerDate Mar<15>2010 11:12 Aug 25, 2014 Jkt 232174 PO 00000 Frm 00800 Fmt 8010 Sfmt 8010 Y:\SGML\232174.XXX 232174pm
an

gr
um

 o
n 

D
S

K
3V

P
T

V
N

1P
R

O
D

 w
ith

 C
F

R


		Superintendent of Documents
	2015-08-14T11:12:55-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




